
IS air inlets are designed to be used as ceiling or roof  inlets in livestock 
structures.  The patented star diffuser ensures that the incoming air stream 
is accurately controlled and radially distributed to create a uniform climate 
inside the structure.

Winter ventilation
During cold periods, the cold incoming air should be heated before it makes 
contact with any animals housed inside a structure.  For this purpose, the 
unique design of  the star diffuser directs air horizontally (fig.1) out when it 
is set to small openings.  This allows the cold incoming air to be mixed with 
the hot air that is found near the roof  of  the structure.  If  a ceiling is 
installed, the air can be direct along the ceiling.  Doing this use can be made 
of  the Coanda effect in which the airstream “sticks” longer to the ceiling.  
This allows for more mixing time between the cold incoming air and the 
hot air near the ceiling.  Longer mixing times result in a more uniform 
indoor climate.
 
Summer ventilation
During hot periods, the ventilation demand for livestock structures 
increases and it is no longer necessary to heat up the incoming air before it 
comes in contact with the animals.  The star diffuser responds perfectly to 
this change in ventilation demand.  As the blades of  the diffuser opens 
more, it starts to direct air down towards the animals (fig.2), thereby 
supplying more air directly to the animals.

P R O D U C T I N F O R M AT I O N

IS
•	 Reduced shipping volumes and easy instal-

lation

•	 Different models for adaptation to most 
buildings. Multiflex roof flashing for fitting to 
any slope between 12 and 25 degrees.

•	 Two available diameters, 600mm and 
800mm and option for use without the top 
section to draw air from the loft space

•	 Integral wire mesh preventing wild animal 
entry

•	 Solid top cover and slots at the bottom of 
the cone ensure rainwater protection

•	 Patented “Star diffuser” system ensures 
correct quantity and direction of incoming 
air

•	 Air circulator to be placed under the diffus-
er available as accessory 

•	 Manufactured in durable white or black 
smooth and anti-soiling polyethylene

•	 Withstands cleaning with high pressure 
cleaner

IS
Air Inlet 
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fig.1: Air stream directed horizontally fig.2: Air stream directed downwards

Air inlet through roof  and ceiling Air inlet through roof  Air inlet through ceiling
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IS Inlet with star diffuser installed in a poultry house.

IS Air Inlet is developed and produced by Munters Turbovent A/S, Denmark.


