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Product sheet
GA

 • 100% thermal efficiency

 • Heating output manually adjustable

 • Ideal for space heating

 • Easy to install and to operate

 • Functions on LPG

 • Double solenoid valve for shutting off gas 
supply

 • Safety switch preventing overheating

 • Pressure switch detects blockages of 
airflow

 • Stainless steel outer shell and combustion 
chamber

 • Electrical equipment housed in IP54 
enclosure

GA
The GA hanging air heaters are designed for cost effective heating solutions in a wide variety of 
applications, including greenhouses, poultry houses and other livestock structures.
All models function on the principle of direct fired gas heating. Hereby a powerful fan is used to force 
air through a combustion chamber where the burner is situated. As the air passes through the burner, all 
the heat released by the combustion process is transferred to the air stream. This gives the heater a 100% 
thermal efficiency. The heat output of the heater can be varied by the manual adjustment of a regulating 
valve.
The GA heaters operate on liquid petroleum gas (LPG), which is a very clean burning fuel. To ensure a 
long life span in humid environments, the GA heaters are manufactured in stainless steel with electrical 
components contained inside an IP54 enclosure. For safety purposes the heaters are equipped with a 
double solenoid valve for closing and opening of the gas supply. Additionally the heaters are equipped 
with a safety pressure sensor that will cut the gas supply should an obstruction of the airflow occur. All 
models come fully assembled with an electric cord and gas connection pipe with a pressure regulator, 
ready for use. Optionally the heaters can be supplied with a mechanical or electronic thermostat. The 
thermostats have a 10m cable attached in order to be able to measure the temperature where it is 
required.

G
A



Dimensions

Technical specifications

   * Density values refer to the standard ambient conditions.
** Electric box IP grade.

All measurements are in millimiters.

Model A B C D (Ø)

GA30 645 532 440 370

GA95T 1,140 473 608 378

Model GA30 GA95T

Weight Kg 15 32

Heating power
kW

[kcal/h]
25.0 to 36.0

[21,500 to 30,960]
97.0

[83,400]

Gas consumption Propane gas* kg/h 1.75 to 2.51 6.90

Gas pressure Propane gas bar 0.7 2

Nominal electric power W 110 600

Rated voltage V 230 - 1phase 230 - 1phase

Rated frequency Hz 50 50

Airflow performance m3/h [cfm] 1,700 [1,000] 6,000 [3,560]

IP class** IP54 IP54

Altitude for installation m 0 – 1,000 0 – 1,000

Your closest distributor

Munters GA heater is developed and produced by Munters Italy S.p.A., Italy

Munters reserves the right to make alterations to specifications, quantities, etc., for production or other reasons, subsequent to publication.
© Munters AB, 2017
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Australia Phone 61 2 8843 1594, agh.info@munters.com.au, Brazil Phone +55 41 3317 5050, contato@munters.com, 

Canada Phone +1 517 676 7070, aghort.info@munters.com, China Phone +86 10 8048 3493, marketing@munters.cn,

Denmark Phone +45 98 623 311, aghort@munters.dk, India Phone +91 20 6681 8900, info@munters.in, Indonesia 

Phone +66 2 642 2670, info@munters.co.th, Italy Phone +39 0183 5211, info@munters.it, Japan Phone +81 3 5970 0021,

mkk@munters.jp, Korea Phone +82 2 7618 701, munters@munters.co.kr, Mexico Phone +52 818 2625 400, dhinfo@munters.com,

Singapore Phone +65 7 446 828, info@munters.com.sg, South Africa and Sub-Sahara Countries Phone +27 11 997 2000,

info@munters.co.za, Spain Phone +39 0183 5211, info@munters.it, Sweden Phone +46 8 6266 300, info@munters.se, 

Thailand Phone +66 2 6422 670, info@munters.co.th, Turkey Phone +90 262 7513 750, info@muntersform.com, USA 

Phone +1 517 676 7070, aghort.info@munters.com, Export & Other countries Phone +39 0183 5211, info@munters.it


